
INDUSTRY & AUTOMATION Solutions

The C Series delivers unwavering reliability, efficiency 
and power. Its robust design and wide torque range 
handle demanding applications with ease.
Find your perfect match: choose from 2, 3, or 4-stage 
gearboxes to achieve the precise speed and output 
you need. Whether for powering conveyor belts or 
packaging machines, the C Series adapts to your needs.

HELICAL IN-LINE

C Series

• Wide applicability thanks to the
extreme range of ratios

• High stiffness for dynamic
application

• Wide output speed range
• Safe operation in potentially

explosive atmospheres

MAIN BENEFITS MAIN OPTIONS
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TECHNICAL DATA

(1) The Nominal Torque is the torque rating representative of the size. The value can change with gear ratio.

(2) Only available as compact gearmotor

Sizes Nominal torque (1) Gear ratio range Max. adapter size
[Nm] i IEC NEMA

C 05 5.5-44.7 - (2) - (2)

C 12 2.8-66.2 63-112 56C-180TC
C 22 2.7-261.0 63-112 56C-180TC
C 32 2.9-274.7 63-132 56C-210TC
C 36 2.7-848.5 63-132 56C-210TC
C 41 2.7-855.5 63-132 56C-210TC
C 51 2.6-884.9 63-180 56C-280TC
C 61 2.8-796.1 63-180 56C-280TC
C 70 4.6-1476 63-200 56C-280TC
C 80 5.6-1481 63-225 56C-320TC
C 90 5.2-1240 63-250 56C-320TC

C 100 4.9-1081 63-280 56C-320TC12,000
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Surface protection

PAINTING CLASS 
UP TO C5
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